
Specifications

Category
UT-1000L UT-1000R

Linear Type Rotary Type 
Single Double Single Double

Input Signal 4-20 mA DC (NOTE 1)
Impedance

Supply Pressure 20-100psi (1.4-7 bar)
Stroke 10-150mm (NOTE 2) 0-90° (NOTE 3)

Air Connection NPT 1/4”
Gauge Connection NPT 1/8”

Conduit Entry NPT 1/2”

Explosion Proof ATEX: Ex dm IIB T5
CSA:   Ex dm IIB T5

Protection IP66

Ambient Temperature
Operating

Standard: -4 to 158°F                                                              
High: -4 to 248°F 
Low: -40 to 158°F                                                                             

Explosion T5: -4 to 140°F                                                                           
T6: -40 to 104°F

Linearity ± 1.0% F.S. ± 2.0% F.S. ± 1.0% F.S. ± 2.0% F.S.
Hysteresis ±1.0% F.S.
Sensitivity ± 0.2% F.S. ± 0.5% F.S. ± 0.2% F.S. ± 0.5% F.S.

Repeatability ±0.5% F.S.
Air Consumption 0.11 CFM at 20psi (3 LPM)
Flow Capacity 2.83 CFM at 20psi (80 LPM )

Material Aluminum diecasting
Weight 6.1lbs (2.7kg)

Features

vibration-resistant design

without changing parts

Specifications

1000 Series

Unmatched Stability in Tough Environments.

with proven durability.

Linear & Rotary

NOTE

Optional: Built-in limit switches for 4-20mA position feedback 
transmitter and direct-mount positioner.



UT-1000
Dimensions in inches [millimeters]

Model Acting Type Explosion Proof Lever Type Type
Connection

Type Ambient Temp Indication Option 1*

UT-1000      Single      Non-Explosion      M6x34L      O1      PT      -20o C ~ 70o C      None

R/L      Double      Ex dm IIB T5 (FM)      M6x63L      O2      NPT      -4o F~ 158o F      Dome Cover +PTM(Internal)

     M8x34L      NONE      -20o C ~ 120o C +PTM(External)

     M8x63L -4o F~ 248o F +L/S(Internal)

     NAMUR      -40o C ~ 70o C +L/S(External)

     -40o F~ 158o F +PTM+L/S(Internal)

+PTM+L/S(External)

Product Number: UT-1000 (specify your requirement)
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